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FLOPPY DISK DRIVE 



Minimum System Requirements 

PC: 

Pentium 133MHz and CD-ROM drive 
32MB of RAM 

1MB of free hard drive space 
Windows 98/ME/2000 

MAC: 

iMac, iBook, Power Mac G3/G4 with USB port 
32MB of RAM 

1MB of free hard drive space 
Mac OS 8.5 or later 

PC INSTALLATION 

If you are using Windows ME or 2000, the drive will 
automatically be recognized once the USB cable is plugged 
in and you will not have to install any drivers. 

If you are using Windows 98, please follow the driver installation 
directions below: 

1. Start your computer. 

2. Plug the USB cable of your floppy drive into an available USB 
port on your computer. The "Add New Hardware Wizard" 
should automatically appear. 

3. Click "NEXT". 

4. Make sure the "RECOMMENDED" option is checked and click "NEXT". 

5. Insert the included CD to install drivers (Windows 98 only). 

6. "CD-ROM DRIVE" should be the only option checked. Click "NEXT". 

7. After the driver information has installed you will be prompted to restart 
your computer. Click "YES". 
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MAC INSTALLATION 



If you are using MAC OS 8.6, do NOT install the included driver. 
Download and install the USB MASS STORAGE DRIVER V 1.3.5 from 
http://asu.info.apple.com/swupdates.nsf/artnum/n11418. 
Then go directly to step 4 below. 

If you are using MAC OS 9.0 or higher, do not install the included 
driver. Go directly to step 4 below: 

For MAC OS 8.5 or 8.51 

1. Insert the supplied CD-ROM into your Mac's disc drive. 

2. Double-click the "MAC USB FLOPPY DRIVER" icon on the computer's 
desktop. Follow the on screen instructions. 

3. Restart your Mac when installation is finished. 

4. With your Mac ON, insert the USB cable that extends from the back of 
your floppy drive into an available USB port on your Mac. 

5. All formatted floppy disks will now be recognized by your computer. 
NOTE: If your floppy disk has not been formatted, you will be asked to 
initialize the disk. Initializing the disk will erase the entire contents of the 
disk. 

Ejecting Floppy Disks 

1. Click once on the floppy disk icon to highlight it. 

2. Select "EJECT" from the SPECIAL menu. 

or 

Select "PUT AWAY" from the FILE menu, 
or 

Drag the floppy disk icon into the trash. 

3. Wait for the green light on the front panel of the floppy drive to turn off. 

4. Push the eject button on the front panel to eject the disk. 
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INSERTING THE COLOR SHEET 

The provided color sheet can be inserted under the drive's top cover, which 
pops off. 

1. With your fingers, lift each of the four corner tabs to pop off the top cover. 

2. Lay down the provided color sheet on top of the drive. 

3. Snap the top cover back into place. 
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Specifications 



Interface 


USB 1.1 (USB 2.X Compatible) 


Data Capacity 


1.4 MB Mac; 1.44 MB PC 


USB Transfer Rate 


12 Mbits/sec 


Drive Transfer Rate 


500 kbits/sec 


Disk Type 


High Density (2HD) (DD PC) 


Power Requirements 


DC +5V +/- 5% via USB cable 


Dimensions 


103 (w) x 16.6 (h) x 140 (d) 


USB Cable Length 


350mm 


Weight 




MTBF 


30,000 POH 


Safety Standards 


UL, CSA, TUV 



Troubleshooting Notes 



GENERAL 

o Use only USB hubs that have a power adapter. 

o Avoid dropping or impacting the USB Floppy Drive. 

a The driver software is designed for the TDK USB Floppy Drive. 
Do not use with other drives. 

o You can plug the USB cable into a USB port while the power to the 
computer is turned ON. This is called "Hot Swappable." 

o Remove the floppy disk from the drive before disconnecting the cable 
from the USB port. 

MAC 

oThe TDK USB Floppy Drive does NOT support 2DD 800K Mac format 
or ProDOS format floppy disks. 

o Do not install software using a multiple-floppy disk installation 
process, as the drive may not properly auto-eject the disks. 

o Do not start the computer with a system disk inserted in the 
USB Floppy Drive. 



o Do not connect the floppy drive to the USB port on the Macintosh 
keyboard. 



Ninety Day Limited Warranty 



TDK Electronics Corporation ("TDK") warrants to the end-user customer that 
this data storage product, exclusive of software (referred to herein as 
"Hardware" or "Product") will be free from defects in material and 
workmanship for a period of (90) days from date of purchase. If TDK 
receives notice of any such defects during the warranty period, TDK will, at 
its option, either repair or replace the Product which it finds to be defective at 
no charge (except for shipping and insurance). Repair of defective Product 
may be with either new or rebuilt replacement parts that will be warranted for 
the remainder of the original warranty period. Any exchanged parts under 
this warranty will become the property of TDK. Replacement Product may be 
either new or reconditioned. If the Product is discontinued and no longer 
available, then it may be replaced with Product determined by TDK to be of 
similar value and performance. 

TDK does not warrant that the operation of the Product will be uninterrupted 
or error free. This Limited Warranty does not apply to defects resulting from 
(1) acts of God, accident, misuse, abuse, negligence, abnormal, or unusually 
heavy use; (2) improper installation, operation, testing or maintenance; (3) 
power failure or connection to improper voltage supply; or (4) attempted 
repair by any party other than TDK. This Limited Warranty does not apply 
when the malfunction results from the use of the Product in conjunction with 
other products, software or accessories, or where it is determined by TDK 
that there is no fault with the Product itself. This Limited Warranty is invalid 
if the factory-applied serial number has been altered or removed from the 
Product. 

This Limited Warranty extends only to the original end-user customer and is 
not transferable to any subsequent purchaser. This Limited Warranty is valid 
only within the United States. For areas outside the United States, contact 
the authorized dealer from whom you purchased the Product to determine 
what warranty, if any, applies. 

In order to obtain warranty service, you must deliver the Product to TDK 
freight prepaid, in either its original package or packaging providing a degree 
of protection equivalent to that of the original packaging, along with proof of 
purchase. (Please contact TDK at the number listed below or in the manual 
for further information.) 



TDK MAKES NO OTHER WARRANTIES, EXPRESS OR IMPLIED, 
INCLUDING BUT NOT LIMITED TO THE WARRANTIES OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. TO 
THE EXTENT THAT ANY IMPLIED WARRANTIES APPLY, DESPITE 
THEIR EXCLUSION UNDER THIS LIMITED WARRANTY, SUCH 
WARRANTIES SHALL BE LIMITED TO THE DURATION OF THE 
EXPRESS WARRANTIES PROVIDED HEREUNDER. 

THE REMEDIES PROVIDED UNDER THIS LIMITED WARRANTY ARE 
THE SOLE AND EXCLUSIVE REMEDIES. TDK'S LIABILITY UNDER ANY 
LEGAL THEORY FOR ANY LOSS OR DAMAGE IN ANY WAY RELATED 
TO THE PRODUCT SHALL IN NO EVENT EXCEED THE PURCHASE 
PRICE OF THE PRODUCT. IN NO EVENT SHALL TDK BE LIABLE FOR 
ANY INCIDENTAL OR CONSEQUENTIAL DAMAGES RESULTING FROM 
THE USE OF THE PRODUCT. 

Some states do not allow limitations on how long an implied warranty lasts 
or any exclusion or limitation of incidental or consequential damages, so the 
above limitations or exclusions may not apply to you. This warranty gives 
you specific legal rights, and you may have other rights which vary from state 
to state. 



U.S.A.: 

TDK Electronics Corporation 
901 Franklin Avenue 
Garden City, NY 11530, U.S.A. 
1 .800.835.8326 

For on-line support or to contact Technical support, please visit: 
http://www.tdk.com/support 

For registration of product, please visit: 
http://www.tdk. com/registration 
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